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Multi-pocket trousers
water-repellent surface coating
Reinforcement fabric: 100% polyamide dobby cordura®

APOLLO
23MTR1302
TROUSERS

AVAILABLE
 IN SHORTLEG 
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Adjustable waistband

Velcro® 
waistband loop

Extendable hem

Pocket

Phone pocket

Pockets with 
Reinforcement fabric 
Cordura®

Ruler pockets

Knee pockets
Cordura®

65% Polyester  
35% cotton  
canvas

Black Grey Navy

TROUSERS

FEATURES Multi-pocket water-repellent trousers - adjustable waistband - 1 waistband loop with key ring - 1 horizontal detachable Velcro® waistband 
loop - 1 vertical detachable Velcro® waistband loop - 2 side pockets - 1 mobile phone pocket - 1 thigh pocket with pen pocket - 1 ruler pocket with 3 leg 
pockets - 1 pen pocket - knee pockets - 1 hammer loop - 2 back pockets - extendable hem - EN 14404:2004+ A1:2010 Type 2 Level 1 in combination 
with HEROCK® knee protection 21MI0901

COMPOSITION Main fabric: 65% polyester - 35% cotton canvas 260g/m² water-repellent surface coating - Reinforcement fabric: 100% polyamide 
dobby Cordura®

SIZES 	
BE/FR/CH/ES/PT/GR 38-56 - DE/NL/AT 44-62 
UK/US 28-46 - IT 42-60 - DK/SE C44-C62

WASHING INSTRUCTIONS 

COLOURS

EX
PE

RT
S

23MTR1302
APOLLO


