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Multi-pocket high viz rain jacket
Outer: 100% polyester 300D Oxford
Lining & Inner: 100% polyester

HODOR
25MJC1901
jacket



HEROCKWORKWEAR.COM

EN 343:2003
A1:2007

INDUSTRIAL
WASH 7A

INDUSTRIAL
WASH 8A

EN 14058:2017

EN 343:2003
A1:2007

EN 14058:2017 EN 14404:2004
A 1:2010

type 2

EN ISO 13688:
2013

EN ISO EN 812:
2012

EN ISO 20471:
2013

A1:2016

EN 420:2003
A1:2009

2
5

EN ISO 20471:
2013

A1:2016

3

EN ISO 20471:
2013

X

EN ISO 20471:
2013

A1:2016

1

EN 17353

EN 388:2016
A1:2018
2 2 2 1

1

3

EN 343:2003
A1:2007

Y

X

2

3

1

3

X

X

3

3

X

X

EN 14058:2017
REFLECTIVE

DETAILS

EN 17353
Type B3

INDUSTRIAL
WASH 7A

TUMBLE DRY 
MAX 70º

EN 343:2003
A1:2007

INDUSTRIAL
WASH 7A

INDUSTRIAL
WASH 8A

EN 14058:2017

EN 343:2003
A1:2007

EN 14058:2017 EN 14404:2004
A 1:2010

type 2

EN ISO 13688:
2013

EN ISO EN 812:
2012

EN ISO 20471:
2013

A1:2016

EN 420:2003
A1:2009

2
5

EN ISO 20471:
2013

A1:2016

3

EN ISO 20471:
2013

X

EN ISO 20471:
2013

A1:2016

1

EN 17353

EN 388:2016
A1:2018
2 2 2 1

1

3

EN 343:2003
A1:2007

Y

X

2

3

1

3

X

X

3

3

X

X

EN 14058:2017
REFLECTIVE

DETAILS

EN 17353
Type B3

INDUSTRIAL
WASH 7A

TUMBLE DRY 
MAX 70º

EN 343:2003
A1:2007

INDUSTRIAL
WASH 7A

INDUSTRIAL
WASH 8A

EN 14058:2017

EN 343:2003
A1:2007

EN 14058:2017 EN 14404:2004
A 1:2010

type 2

EN ISO 13688:
2013

EN ISO EN 812:
2012

EN ISO 20471:
2013

A1:2016

EN 420:2003
A1:2009

2
5

EN ISO 20471:
2013

A1:2016

3

EN ISO 20471:
2013

X

EN ISO 20471:
2013

A1:2016

1

EN 17353

EN 388:2016
A1:2018
2 2 2 1

1

3

EN 343:2003
A1:2007

Y

X

2

3

1

3

X

X

3

3

X

X

EN 14058:2017
REFLECTIVE

DETAILS

EN 17353
Type B3

INDUSTRIAL
WASH 7A

TUMBLE DRY 
MAX 70º

EN 343:2003
A1:2007

INDUSTRIAL
WASH 7A

INDUSTRIAL
WASH 8A

EN 14058:2017

EN 343:2003
A1:2007

EN 14058:2017 EN 14404:2004
A 1:2010

type 2

EN ISO 13688:
2013

EN ISO EN 812:
2012

EN ISO 20471:
2013

A1:2016

EN 420:2003
A1:2009

2
5

EN ISO 20471:
2013

A1:2016

3

EN ISO 20471:
2013

X

EN ISO 20471:
2013

A1:2016

1

EN 17353

EN 388:2016
A1:2018
2 2 2 1

1

3

EN 343:2003
A1:2007

Y

X

2

3

1

3

X

X

3

3

X

X

EN 14058:2017
REFLECTIVE

DETAILS

EN 17353
Type B3

INDUSTRIAL
WASH 7A

TUMBLE DRY 
MAX 70º

Yellow/navy Orange/navy

FEATURES Multi-pocket high viz waterproof rain jacket with segmented reflective tapes around body and sleeves - taped seams - 2 chest pockets with 
extra pocket - 2 side pockets - adjustable hood, cuffs and bottom - printer zipper - detachable zip pullers - 25 washing cycles

STANDARDS EN ISO 13688:2013+A1:2021 - EN ISO 20471:2013+A1:2016 - CLASS 3 - EN 14058:2017+A1:2023 - CLASS 3/3XX - N 343:2019 - 
CLASS 3/1

COMPOSITION Outer: 100% polyester 300D Oxford 185g/m² - Lining: 100% polyester - Inner: 100% polyester

SIZES S - M - L - XL - XXL - XXXL

WASHING INSTRUCTIONS 

COLOURS

JACKET

Detachable hood

Zipped pocket

Segmented reflective 
tapes

Zipped side pockets

Adjustable cuffs and 
bottom
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